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SPECIFICATIONS
Reticle type 4 pattern
Reticle color Red
Illuminated yes
Reticle brightness 1-5 and off 
Finish/color  matte black
Magnification (x) 1
Objective aperture 33x24
Field of view (m @100m) 35
Field of view (ft @100yd) 105
Eye relief (mm) infinite
Elevation and Wind 50 MOA
MOA adjustment -1 one click

Lens coatings AR red

Ultra Shot QD Digital Switch

Neoprene cover

Adjustment tools

INCLUDED

Maximum recoil (G’s) 600G
Waterproof Water resistant
Shock and Fog Proof Yes
Mount Weaver quick detach
Battery type / Voltage 3 x AG5 / 3V
Battery life (hours) 25 hours - high 
Operating temp. (F) 40-120
Dimensions (in) 3.7 x 2.2 x 2.2
Weight 7.6oz

FEATURES
Digital on/off switch

Wide field of view

Aluminum Body with metal protective shield

InterLok™ Internal locking system

Multi-reticle (4 patterns)

Adjustable reticle brightness

Parallax corrected, and Unlimited eye relief

Adjustable quick detach weaver-mount

Water-resistant and shockproof

Low power consumption

The Sightmark Ultra Shot QD Digital Switch is 
perfect for close range, fast moving targets and is 
equipped with a digital switch button on the side to 
adjust variable brightness settings and comes with a 
quick detach mounting system.


